DYNAMAT MODEL SP MACHINE

Dynamat SPDLS)e

Operation Description of Dynamat SP Machine

Powder feed from user's silo flows into Dynamat SP Machine inlet into thelampleamber. Rotating
impellar in the impellar chamber is powered by a electric motor. The posviést by the rotating
impellar through the filling spout into the product bag. The product bag is held by a picchagat
clamp on the weigh frame. The weigh frame is attached to electronic lé&d/beh sends the weight
signal to the weight indicator and controller. Dynamat SP Machine is more suitsjfpng of fine
free flowing powder.
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Products bagged by Dynamat SP includand, cement, lime powder, all kinds of mineral powder,
chemical powder, building material powder.
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Technical Specifications of Dynamat SP Machine
Bag weight - 20 to 60 kgs. Per bag adjustable
Bagging rate - 240 bags per hour.
Filling spout size - 56mm dia.
Weight sensor - 2 units electronic load cells.
Weight Indicator /Controller - Digital display logic controlled tygspiipped with
setters for final weight, prelim fill weight, zero
tarring and material in flight weight compensation.
Auto pneumatic type.
Manual
4kw
Mild steel / powder coat painted

Bag holder -
Loading/Unloading filled bags
Machine power rating

Material of construction / finishing

Machine size
Machine weight
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- 1200L x 1000W x 2200H in mm
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