
 
 
 
Operation Description of Dynamat XF Machine 
Powder feed from user's silo flows into Dynamat XF machine inlet into the air chamber. In the air 
chamber the powder is fluidised by low pressure air supplied by a electric air blower. The fluidised 
powder is fed by low pressure air through the filling spout into the product bag. The product bag is held 
by a pneumatic bag clamp on the weigh frame. The weigh frame is attached to electronic load cells 
which sends the weight signal to the weight indicator and controller. A pneumatic pinch valve at the  
filling spout provides fast and slow feed rate in to the product bag. This provides fast feeding and 
ensures weighing accuracy.    
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Products bagged by Dynamat XF includes : sand, cement, lime powder, mineral powder, chemical 
powder, building material premix powder, grout powder. 
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Technical Specifications of Dynamat XF Machine 
Bag type    -  Valve bag  
Bag weight     -  20 to 60 kgs. Per bag adjustable. 
Bagging rate     -  240 bags per hour.  
Filling spout size   -  56mm dia.  
Weight sensor    -  2 units electronic load cells. 
Weight Indicator /Controller   -  Digital display logic controlled type equipped with 
        setters for final weight, prelim fill weight, zero   
      tarring and material in flight weight compensation. 
Bag holder     -  Auto pneumatic type. 
Loading/Unloading filled bags  -  Manual or with Auto Bag Ejector 
Air blower type   -  2 stage ring blower type driven by electric motor 
        Air capacity 2.5M3/min x 0.35 bar air pressure. 
Machine power rating   -  4kw 
Material of construction / finishing -  Mild steel / powder coat painted 
Machine size    -  1200L x 1000W x 2200H in mm  
Machine weight   -  300 Kgs. 
 
�'�\�Q�D�P�D�W���;�)�j,´�°�_	ò� ��
�¯+X
�>» ���� �� ����L0
�>» ��
	…>»GýGÿ���� �� ����������8#������	s�{ �Ä
�B3�×!ÿ>»GýGÿ�Ä��
>õ>»FO)·���� �� ����!ÿ�?�& ������>»��
&|>õ
��´ ���� �� ����-$�´ �����P�P��
0 Gý�P�O�˜ ������ �������‡+e�€E­9§�P�O�˜ ��
0 Gý�n/j�˜ ���×�f�˜ ��������� .1�n/j0;�¿�×�f
»�§�7Aî�Ê�04øGýGÿ �ÈN´F9GýGÿ�È�ð,ÞGý5žM&��

����	ú�‰LtFB�É8��Ø�d�¯��!“ �Ä��
�2>»�æ���� �� ����8��Ø"D	»�? ��
>õ������	¨&|>õ>»���� �����{�Ø�FLt�V8��Ø7a>»�˜�à ��
UCNþ�j
»
' ���� �� ����+e�Ø�jP¡�Ø�¼Lf)ß�?UCNþ�j �È"D	»�éGÿ�j!ÿ0�JÏ �������0�����[�����������E"D	»�Ä��
�j�˜6G+e�Ï)· ���� ������	s+� ��
�æ�´�€CX�������F#²�r ���������~.ãJÒ������'�%6��
�j�˜?ô�l ���� �� ����K¯���������P�P���[���í���������P�P���[��Q����������P�P��
�j�˜GýGÿ ���� �� ����������	s�{ ��

 
 
 
 
 

 


